

^"AMERICAN" GLASS 


L ustraglass 

The Ultra-Violet Ray Sheet Glass 


THE CLOSEST APPROACH TO 
PLATE GLASS EVER ATTAINED 
BY A WINDOW GLASS PROCESS 


Air View of Pratt fir Whitney, Division Niles-Bement-Pond Co. Plant, West Hartford, Conn. 

Contractor: James Stewart & Co. Architect: Albert Kahn. Glazier: Max Sunnenshine. 

Technical data on next page. 


Improved LUSTRAGLASS is pro¬ 
duced by a vertical drawn process, 
many features of which were devel¬ 
oped and patented by the American 
Window Glass Company and retained 
for the company's exclusive use. One 
of the most important of these de¬ 
velopments is the equipment used to 
reduce distortion. 

Because of this process and the con¬ 
stant technical control throughout 
every step of production, LUSTRA¬ 
GLASS is a sheet glass of consistently 
high quality that is substantially free 
from discernible “waviness” and dis¬ 
tortion. 

Because LUSTRAGLASS is the 
whitest of all glass used for regular 
glazing it transmits more daylight and 
more of the ultra-violet rays of sun- 
light. 


Abbottsford Apartments, Milwaukee, Wis. 

Contractor: Dahlman Construction Co. 
Architects: Buemming & Jahn 
Glazier: Patek Brothers, Inc. 


Architects, builders and home own¬ 
ers are more and more writing “LUS¬ 
TRAGLASS” into their specifications 
for glazing. They have learned that 
this amazing ultra-violet ray window 
glass provides so much more than 
other ordinary window glass in white¬ 
ness, clearness, durability, and reduc¬ 
tion of distortion. 

It required years of intensive re¬ 
search to develop LUSTRAGLASS, 
and continuing research has kept 
LUSTRAGLASS the outstanding 
value in window glass throughout the 
years. LUSTRAGLASS has brought 
to the building world a perfected 
product selling at window glass prices 
in which the universally common fault 
of distortion has been practically 
eliminated. 


AMERICAN WINDOW GLASS CO. • PITTSBURGH, PA. 


general offices: Farmers Bank Building, PITTSBURGH 22, PA. 

FACTORIES: ARNOLD, PA.; BELLE VERNON, PA.; JEANNETTE, PA.; OKMULGEE, OKLA.; ELLWOOD CITY, PA. 












LUSTRAGLASS 


TECHNICAL DATA 



Illinois National Guard Armory, Chicago, III. 

Architect: C. Herrick Hammond, State Architect. General Contractor: S. N. Nielson Co. Glazier: Hamilton Glass Company. 


Process and Production 

The improved Lustraglass is a sheet glass of such con¬ 
sistent quality that expert glass men find it difficult to 
discover that distorting “waviness” which generally dis¬ 
tinguishes sheet glass from plate glass. Lustraglass has 
great tensile strength, a diamond-like luster, and is rela¬ 
tively free of that pronounced greenish cast found in 
nearly all glass used for regular glazing. 

Tests 

Scientific tests with poultry and plants have proved 
the effectiveness of Lustraglass transmission. 

Our folder 3516 illustrates the marked increase in 
health, growth and strength of plants and poultry raised 
under Lustraglass in contrast with similar specimens 
raised under ordinary window glass. Copies of folder 
3516 will be supplied free on request. 


Dimensions 

Glass is cut to dimensions ordered with an allowable 
tolerance of in. per % in. thickness. 


THICKNESSES AND WEIGHTS 

Table 1—Average Thickness and Weight of Clear Sheet Window Glass 


Single Strength.... 
Double Strength.... 
A-in. Crystal Sheet 
sVin. Crystal Sheet 


.091 in. 

18.9 

.125 in. 

26. 

.193 in. 

40. 

.218 in. 

45. 


oz. per sq. ft. 
oz. per sq. ft. 
oz. per sq. ft. 
oz. per sq. ft. 


Note: The above are subject to the usual average allowable variations. 


MAXIMUM DIMENSIONS RECOMMENDED 



Width 
(in inches) 

Length 
(in inches) 

Single Strength. 

40 

50 

Double Strength. 

60 

80 

Crystal Sheet, A in. and a 7 5 in. 

72 

120 


Suggested Specifications 


Inspection 

Every light of “A” Quality Lustraglass, after being 
cut and inspected by experienced cutters, is reinspected 
by men specially trained for that work. The 
quality is again checked by the chief inspector. 

Identification Labels 

Every light of genuine Lustraglass, the 
ultra-violet ray window glass, is labeled to 
identify its genuineness as well as thickness 
and quality. 


DOUBLE STRENGTH 

Iustraglass 

TRADE MARK RED M 

THE ULTRA VIOLET RAY 
WINDOW CLASS 

AMERICAN 

WINDOW GLASS CO. 
rittssuroh. ra v.ia. 


All window glass used in this building shall be 
Lustraglass, a product of American Window Glass 
Company, and shall be (here specify the thickness and 
quality of glass desired). The Lustraglass 
label must appear on each light of Lustra¬ 
glass. 


Note: If the American Window Glass Com¬ 
pany’s glass is specified, this company, upon request, 
will inspect the installation and without expense re¬ 
port whether the glass furnished is the kind, quality, 
and thickness specified. 


Grading 

Lustraglass is graded in “A” and 
“B” qualities, both of which are free 
from many of the imperfections per¬ 
mitted in Government specifications. 


Grades and Qualities 

“A” Quality —Lustraglass (“A” 
Quality) is a perfectly flat, white, 
high luster product of uniform thick¬ 
ness and appearance. 


“B” Quality —This quality is free 
from all glaring defects and differs 
only from “A” Quality in that it con¬ 
tains imperfections which would pre¬ 
vent its being graded as “A” Quality. 


AMERICAN WINDOW GLASS COMPANY 





































LUSTRABLU 





LUSTRACRYSTAL-- 

% 6 In. and 7 / 32 In. Thicknesses 

American Crystal Sheet Glass possesses a brilliant Being lower in price than polished plate, it is fre- 
surface, uniform thickness, and is the flattest and whitest quently specified for use instead of plate for many pur- 
glass produced by any process. poses at a considerable saving. 


Lustrablu is a beautiful transparent blue glass that has 
found acceptance by many of America’s leading archi¬ 
tects for America’s finest homes. This “sun-shade” win¬ 
dow glass has rapidly grown in vogue, and is in great 
demand in many sections of the United States, and where 
sun glare of tropic intensity is prevalent. 

Lustrablu is also used extensively for table tops, 
mirrors, cabinet fronts and wherever the use of a dis¬ 
tinctive ornamental glass is indicated. 

It is available in the following thicknesses: 16 ounce, 
single or double, in. and in. Send for Lustrablu 
folder 4006 and demonstration samples. 


Another Charming Florida Residence 

Glazed throughout with Lustrablu. 

Louis Davidson, Designer 

Glazed by Dania Lumber and Supply Company, Miami, Fla. 


A Lovely Miami Beach Residence 

Glazed with American Lustrablu. 
Wallace Baxter, Architect 


An Architectural Jewel that Gives a Soft, Friendly Tone 
and Improves the Appearance of Any Exterior 

Lustrablu gives an interesting architectural depth to 
any house, making surrounding buildings with plain 
glass look flat in comparison. It offers an architectural 
and visual advantage impossible to describe adequately. 


Lustrablu Cuts Glare, Adds Beauty, Depth and Distinction 
to Your View, Enhances Every Interior 

Lustrablu cuts down glare and irritating light reflec¬ 
tions, and it provides a rich, third dimensional view im¬ 
possible to attain with ordinary window glass. 

In schools, offices, operating rooms and other places 
where eyestrain is a serious factor, there is no substi¬ 
tute for the optically restful efficiency of Lustrablu. It 
makes any room a better place to work or play. 

The purpose of Lustrablu is not to reduce or color 
the light it transmits but rather to eliminate dazzling glare 
and annoying reflections. In rooms glazed with Lus¬ 
trablu you rarely are aware that the glass is tinted but 
are conscious only of your improved vision. Lustrablu 
lends itself to any type of interior decoration without 
fear of a clash in color schemes. 


Hospitality House, San Francisco, Calif. 

Glazed with Lustrablu throughout. 

Dodge A. Rtedy, Architect and Acting Contractor. 
Glazing donated by Members of Local Glaziers Union. 


AMERICAN SAFETY GLASS ^ 
























SUPRATEST SAFETY GLASS 



THE CLEARER, WHITER 


SAFETY GLASS— 

Originally developed to meet the high safety re¬ 
quirements of automobiles, busses and trucks, Supra- 
test, because of its many outstanding features, has a 
definite place wherever glazing specifications demand 
the utmost in safety. 

Supratest sheet is a clearer, whiter safety glass 
because it is laminated with American's Lustraglass. 
Its outstanding properties are of great importance in 
hospitals, apartment houses and other structures 
where noise elimination is desirable. 

Supratest stays whiter; it does not “let go" or be¬ 
come “blotchy" after a long period of service, nor 
will it discolor or cloud from exposure to sunlight 
for any length of time. 

Supratest resists the penetrating moisture and re¬ 
quires no sealing. In addition to all' these advan¬ 
tages, Supratest adds the quality of resistance to 
fracture at low temperatures. 

Supratest is used extensively in hospitals, asylums, 
nurseries and in other places where the hazard caused 
by broken windows must be reduced to a minimum. 



Pennsylvania Western State Psychiatric Hospital, Pittsburgh, Pa. 

Glased with American Laminated Safety Glass throughout. 
Raymond M. Marlier, Architect Tohn Farris, Engineer 

M. II. McCloskey & Co., General Contractor 
The Watson-Standard Co., Glazing Contractor 

SUPRATEST 

the all-temperature safety glass 

Supratest is available in the following combinations 
and thicknesses. Except in the “plate" quality, all Amer¬ 
ican Supratest Safety Glass is laminated from Ameri¬ 
can's Lustraglass. 


Thickness in inches 



Minimum 

Average 

Maximum 

Plate . 

Standard Sheet . 

Double Sheet . 

Single Sheet . 

A" 

5 7 2* 

*4" 

3 // 

Iff 

f: 

I!" 

A" 

v f 

S 7 2 " 

Plate and Single Strength. 

if" 

A" 

it" 

Zephyrwei^lit . 

.105 

.ill 

.117 

Featherweight . 

.129 

.137 

.145 

Lightweight . 

.149 

.159 

.169 


AMERICAN WINDOW GLASS CO. • PITTSBURGH, PA. 


general offices: Farmers Bank Building, PITTSBURGH 22, PA. 

FACTORIES: ARNOLD, PA.; BELLE VERNON, PA.; JEANNETTE, PA.; OKMULGEE, OKLA.; ELLWOOD CITY, PA. 

DISTRICT SALES OFFICES 

ATLANTA, GA. BOSTON, MASS. CHICAGO, ILL. DETROIT, MICH. NEW YORK N Y 

ST. LOUIS, MO. SAN FRANCISCO, CAL 

EXPORT DIVISION: CANADIAN REPRESENTATIVE: 

2915 New York Life Bldg., NEW YORK JOSEPH TAYLOR & SON, TORONTO, ONT. 

EXPORT OFFICES 

PUERTO RICO. Felix A. Aguilar, P.O. Box 1222, San Juan 
CUBA: F. G. Salichs, Apartado 930, Havana 
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